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Weston S106 Funded Schemes 
 

1. Executive Summary 
 
This work has been commissioned as part of the Highways Locality Budget by County Councillor 

Steve Jarvis, Electoral Division 42.   It follows a request from the local member following Weston 

Parish Council undertaking a public consultation on traffic issues that the village would like to see 

addressed. 

The main issues revolve around the proposals of a large development being granted approval for 

construction in Great Ashby, it is therefore recognised that this will create an increase in the 

volume of traffic using Weston as a rat-run. 

The parish would therefore like to consider several issues within the village and subsequently be 

prepared to make bids for funding through the S106 Development funding process. 

The following schemes are contained within this report and are tabulated below: 

Scheme Scheme Type Likely Cost* Comments 

1 Village Gateway and Entry 
Treatment 

£8,000 - £13,000  

2 Damask Green Road (The 
Park Entrance to Public 
House) 

£67,000 - £70,000 Requires drainage work, 
Negotiations with adjacent 
landowners to trim hedges 
encroaching onto public highway 

3 Damask Green Road 
(Woodlands Meade to 
Marlborough Close) 

£15,000 - £20,000 Work is on common land 

4 Damask Green Road 
(Marlborough Close to 
Hitchin Road) 

£20,000 - £25,000 Work is on common land, 
Removal of informal parking 
area, Relocation of bench and bin 

5 Hitchin Road footway £65,000 Installation of 2 no. raised tables 
and 1 pair of cushions along with 
signing 

6 Street lighting £10,000 Installation of five street lighting 
columns at various locations 

* In providing a cost for these works, figures given are for financial year 2020/2021, therefore, should the 

council submit schemes as part of a request for S106 developer funding in subsequent years the cost needs 

to be index linked to the year of submission. 
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2. Design Considerations 
 
Initial designs are based on measurements taken on site along with visual observations to form an 
outline scheme.   Should any of these schemes be taken forward a full survey will be required prior 
to a full design being undertaken.   Road Safety Audits will additionally be required for each 
scheme. 
 
Measurements have been taken from the ordnance survey plans and not based on topographical 
survey, therefore any recommendations are indicative only and will need to be verified both on site 
and by undertaking a topographical survey for more complex schemes. 
 
Whilst Statutory Undertakers Plant have not been identified during the site investigation, utility 
information should be obtained prior to any design stage. 
 
Trees are located to the rear of the highway boundary and consideration should be given to tree 
roots affecting any scheme considered. 
 
Highway boundary plan are set out below highlighting the extent of publicly maintainable highway. 
 
Note: Marlborough Close, Damask Green Road, Weston.   Area coloured green on the attached 
Plan is registered Common land CL 278. 
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2. Scheme Progress 
 
The development of the request as set out within the brief identifies specific locations and has been 
set out accordingly as individual projects. 
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 PROJECT 
1. VILLAGE GATEWAY AND ENTRY TREATEMENT 

 

EXISTING ENVIRONMENT 
Situated to the south of the village, vehicles enter the village from a 60mph road which is rural in nature 

before entering an existing village gateway treatment with a 30mph speed limit, situated approximately 20 

metres before a left hand bend starts to develop.   

 

Photo 1– Looking north towards village 

 

 

Photo 2– Looking south leaving village 
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PROPOSAL 
Introduction of a priority system would mean vehicles entering the village would give way to any vehicle 

leaving the villages,  this would force motorists onto the opposite side of the road into the path of 

oncoming vehicle which due to limited forward visibility of approximately 20 to 30 metres, would prove 

dangerous. 

 

Photo 3– Example of Gateway feature 

The introduction of producing a double height kerb at the existing village gateway would prove to be more 

benficial in providing a calming feature by means of its physical presence.   

 

Photo 4– Example of Trief Kerb arrangement 
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PHYSICAL WORKS 
Install Trief type containment kerbs or double row of standard kerbs on both sides of the carriageway edge 

to create a localised pinch point at the entry to the village.  

Remove existing gateway feature and construct new PVC wood effect gateway entry treatment at the 

location of the existing gates.   Installing PVC would mean less maintenance over the course of its life, 

however these will require regular cleaning as they sit under the canopy of trees. 

Village nameplates to be installed to both gates with 30mph entry signs fitted above.   Both signs to have a 

yellow backing board fitted if required to make the entry to the village more conspicuous. 

Centreline roadmarking to be removed as the carriageway will be narrowed at the gateway.  Remark 

30mph carriageway roundel. 

 

INSTALLATION COST 
In providing a cost for these works, it is important to note that any figures given will be for the financial 

year 2020/2021, therefore should the council submit schemes as part of a request for S106 developer 

funding the cost needs to be index linked to the year of submission. 

Village Gateway 

Equipment = £2,000.00 - £3,000.00 

Construction  = £1,000.00 - £1,500.00 

TOTAL  = £3,000.00 - £4,500.00 

Trief Kerb / Double Height Kerb 

Equipment  = £3,000.00 - £6,000.00 

Construction   = £2,500.00 - £4,500.00 

Road Safety Audit = £1,500.00 

Traffic Regulation Order = £1,000.00 

TOTAL   = £8,000.00 - £13,000.00 
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PROJECT 
2. DAMASK GREEN ROAD FOOTWAY WORKS (SOUTH) 

 

EXISTING ENVIRONMENT 
Situated to the north of the existing 30mph southern speed limit heading in a northerly direction towards 

the Cricketers public house.  Existing 30mph speed by virtue of a system of street lighting along the route.   

There is housing set back from the road on the eastern side.   Public house with car park is situated on the 

western side.   There is no footway provision along this route with pedestrians having to walk along the 

carriageway.   Gullies are positioned at regular intervals, however it is not known where the outfall for the 

surface water system is located. 

 

Photo 1– Damask Green Road looking north towards the public house 

 

Photo 2– Damask Green Road looking north toward public house 
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PROPOSAL 
The existing carriageway is approximately 6.0m wide along the section under consideration, further north 

the existing footway width narrows to approximately 5.0m wide.   Maintaining a consistent 5.0m wide 

would allow for a footway of approximately 1.2m wide to be installed.   It is noted that hedges belonging to 

some of the properties on the eastern side encroach onto the public highway would require trimming back 

to achieve the full width, regular hedge maintenance would also be required following its construction. 

 

PHYSICAL WORKS 
A topographical survey will be required prior to detailed design works to accurately establish line and level 

along the route. 

Provide a dedicated footway facility along the eastern verge approximately 1.2m wide.   The footway would 

be constructed with a full faced kerb (125mm), and dropped kerbs (25mm) at vehicle entrances.   The rear 

of the footway will be retained by concrete edging and the footway will be construced using asphalt.    

Installation of gullies will be required, these will need to be connected into the existing surface water 

system.   A full drainage survey will be required to establish the current drainage outfall. 

It was noted on site that a large Utility chamber is likely to sit within the line of the proposed kerb line, it 

may be necessary to provide a dropped kerb arrangement at this point to permit the full footway width to 

be maintained. 

 

INSTALLATION COST 
In providing a cost for these works, it is important to note that any figures given will be for the financial 

year 2020/2021, therefore should the council submit these schemes as part of a request for S106 developer 

funding the cost needs to be index linked to the year of submission. 

Kerbing and Drainage works 

Construction   = £50,000.00 - £60,000.00 

Survey Costs and Design =  £5,0000.00 

Road Safety Audit = £2,000.00 

TOTAL   = £67,000.00 - £70,000.00 
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PROJECT 
3.   DAMASK GREEN ROAD BETWEEN WOODLANDS MEADE AND MARLBOROUGH CLOSE FOOTWAY 

WORKS 

 

EXISTING ENVIRONMENT 
Situated towards the centre of the village between Woodlands Meade and Marlborough Close is subject to 

a 30mph speed limit by virtue of street lighting.  All Houses are set back from the carriageway with a 

footway situated on the eastern side.  A grass verge runs on the western side.   Pedestrians regularly use 

this verge to walk along for convenience.   There is a street lighting column and two street nameplates 

within the verge.   This area of land is dedicated as common land. 

 

Photo 1– Damask Green Road looking north between Woodlands Meade and Marlborough Close  

 

Photo 2– Damask Green Road looking south between Woodlands Meade and Marlborough Close  
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PROPOSAL 
To construct a link path between Woodlands Meade and Marlborough Close. Along the existing Common 

Land Verge. 

 

PHYSICAL WORKS 
Footpath will be approximately 2.0 metres wide with precast concrete edging and infilled with asphalt 

surfacing.  Either end will have dropped kerbs.   There is no need to provide any additional drainage. 

 

INSTALLATION COST 
In providing a cost for these works, it is important to note that any figures given will be for the financial 

year 2020/2021, therefore should the council submit these schemes as part of a request for S106 developer 

funding the cost needs to be index linked to the year of submission. 

Footway construction 

Construction   = £15, 000.00 - £20,000.00 

TOTAL   = £15,000.00 - £20,000.00 
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PROJECT 
4.  DAMASK GREEN ROAD BETWEEN MARLBOROUGH  CLOSE AND HITCHIN ROAD FOOTWAY WORKS 

 

EXISTING ENVIRONMENT 
Situated torards the centre of the village between Marlborough Close and Hitchin Road is subject to a 

30mph speed limit by virtue of street lighting.  Houses are set back from the carriageway with a footway 

situated on the eastern side.  A grass verge runs on the western side.   Pedestrians regularly use this verge 

to walk along for convenience. 

There is a bench and rubbish bin situated within the verge near Marlborough Close.   There are numerous 

utility covers within the verge. Towards Hitchin Road cars regularly park in an area which they consider to 

be an area for informal parking. 

 

 

Photo 1– Damask Green Road looking south between Marlborough Close and Hitchin Road 
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Photo 2– Damask Green Road looking north between Marlborough Close and Hitchin Road 

 

Photo 3– Highlighting informal parking at Hitchin Road 

 

PROPOSAL 
To Construct a link path between Marlborough Close and Hitchin Road along the common land verge. 

 

PHYSICAL WORKS 
Footpath will be approximately 2.0 metres wide with precast concrete edging and infilled with asphalt 

surfacing.  Either end will have dropped kerbs.   There is no need to provide any additional drainage.   The  

footway section to the north adjacent to Hitchin Road requires the kerb to be built out to prevent parking 

within this area.   The redundant carriageway area will be broken up an returned to grass verge. 
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INSTALLATION COST 
In providing a cost for these works, it is important to note that any figures given will be for the financial 

year 2020/2021, therefore should the council submit these schemes as part of a request for S106 developer 

funding the cost needs to be index linked to the year of submission. 

Footway construction 

Construction   = £25, 000.00 - £30,000.00 

TOTAL   = £25,000.00 - £30,000.00 
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PROJECT 
5.  Hitchin Road Footway proposals 

 

EXISTING ENVIRONMENT 
 To provide a pedestrian link between Post Office Row and Friars Road.  This has proven to be particularly 

difficult to design with the key problems in providing a physical footway being: 

Adjacent bank on the western side would mean a significant cost to construct a fully usable footway of at 

least 1.2 metres in width.  There is additionally a piped water system that sits within this verge wich should 

any footway be constructed within this verge may require lowering so that it sits below the recommended 

installation depth for a drainage system. 

  

Photos 1 & 2– Highlighting western side bank 

Consideration to provide a footway on the eastern side of the carriageway would is also restricted by there 

also being a bank which measure approximately 700mm in places. 

 

Photo 3– Highlighting eastern side bank 

Existing carriageway width as measured on site is approximately 6.0 metres wide, therefore providing a 

1.2m wide footway would result in a carriageway width of 4.8m. 
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PROPOSAL 
To provide raised tables at either end where there is no footway, an additional pair of speed cushions are 

to be installed midway along the route.  

 

PHYSICAL WORKS 
A topographical survey will be required prior to detailed design works to accurately establish line and level 

along the route. 

Installation of 2 no. 5m raised tables with additional gullies installed to aid drainage.   A pair of speed 

cushions are to be installed mid way along the route to ensure that a low speed is maintained.  

Signage warning motorists that they are likely to encounter pedestrians are to be erected in advance of the 

raised tables. 

 

INSTALLATION COST 
In providing a cost for these works, it is important to note that any figures given will be for the financial 

year 2020/2021, therefore should the council submit these schemes as part of a request for S106 developer 

funding the cost needs to be index linked to the year of submission. 

Raised Tables and Signing 

Construction   = £60,000.00 

Road Safety Audit & Design =  £5,000.00 

TOTAL   = £65,000.00 
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Notes prepared by:        Date: 22 Mar. 21 

    Graham Taylor (Senior Engineer) 

 

 

 


